## Fuel Oil Permanent Fitting fueling hose recommended for all home fuel oils, leaded and unleaded gasolines, and diesel and tractor fuels.

- Used for all home fuel oils, leaded and unleaded gasolines, and diesel and tractor fueling applications
- All fuel oil hose assemblies are 100\% hydrostatic tested
- Resistant to flex fatigue
- Smooth cover gives it minimum ground drag, added freedom of movement and abrasion resistance


Specifying Information

| MODEL NO. | DESCRIPTION | SHIPPING WEIGHT LBS (KG) |
| :---: | :---: | :---: |
| 1" BULK HOSES |  |  |
| 9769 | Hose, 1" Red Fuel Oil 100' | 47 (21.3) |
| 9769 | Hose, 1" Red Fuel Oil 125' | 59 (26.8) |
| 9769 | Hose, 1" Red Fuel Oil 150' | 71 (32.2) |
| 11/4" BULK HOSES |  |  |
| 9770 | Hose, $1^{1 / 4} 4^{\prime \prime}$ Red Fuel Oil 100' | 59 (26.8) |
| 9770 | Hose, $1^{1 / 4}{ }^{\prime \prime}$ Red Fuel Oil 125 | 74 (33.6) |
| 9770 | Hose, $1^{1 / 4}{ }^{\prime \prime}$ Red Fuel Oil 150' | 89 (40.4) |

## 1 $1 / 2$ " BULK HOSES

| 9771 | Hose, $1^{1 / 2 "}$ Red Fuel Oil 100' | $80(36.3)$ |
| :--- | :--- | ---: |
| 9771 | Hose, $1^{\prime} / 2^{\prime \prime}$ Red Fuel Oil 125’ | $100(45.4)$ |
| 9771 | Hose, $1^{1 / 2 "}$ " Red Fuel Oil 150' | $120(54.4)$ |

## 1" HOSES

| CP161200FABA | 1" $\times 100$ ' Red Fuel Oil Assy M $\times$ M | 49 (22.2) |
| :---: | :---: | :---: |
| CP161200FBBA | 1" $\times 100$ ' Red Fuel Oil Assy M $\times$ F | 49 (22.2) |
| CP161200FCBA | 1" $\times 100$ ' Red Fuel Oil Assy F x F | 49 (22.2) |
| CP161500FABA | 1" $\times 125$ ' Red Fuel Oil Assy M $\times$ M | 61 (27.7) |
| CP161500FBBA | 1" $\times 125$ ' Red Fuel Oil Assy M $\times$ F | 61 (27.7) |
| CP161500FCBA | 1" $\times 125$ ' Red Fuel Oil Assy F x F | 61 (27.7) |
| CP161800FABA | 1" $\times 150$ ' Red Fuel Oil Assy M $\times$ M | 73 (33.1) |
| CP161800FBBA | 1" $\times 150$ ' Red Fuel Oil Assy M $\times$ F | 73 (33.1) |
| CP161800FCBA | 1" $\times 150$ ' Red Fuel Oil Assy F x F | 73 (33.1) |


| CP201200FABA | $1^{1 / 4 "} \times 100$ ' Red Fuel Oil Assy M $\times$ M | 61 (27.7) |
| :---: | :---: | :---: |
| CP201200FBBA | $1^{1 / 4} 4^{\prime \prime} \times 100{ }^{\prime}$ Red Fuel Oil Assy M $\times$ F | 61 (27.7) |
| CP201200FCBA | $1^{1 / 4 \prime \prime} \times 100$ ' Red Fuel Oil Assy F x F | 61 (27.7) |
| CP201500FABA | $1^{1 / 4}{ }^{\prime \prime} \times 125^{\prime}$ Red Fuel Oil Assy M x M | 76 (34.5) |
| CP201500FBBA | $1^{1 / 4 \prime \prime} \times 125^{\prime}$ Red Fuel Oil Assy M x F | 76 (34.5) |
| CP201500FCBA | 1/4" $\times 125^{\prime}$ Red Fuel Oil Assy F x F | 76 (34.5) |
| CP201800FABA | 11/4" $\times 150$ ' Red Fuel Oil Assy M x M | 91 (41.3) |
| CP201800FBBA | $1^{1 / 4 \prime \prime} \times 150$ ' Red Fuel Oil Assy M $\times$ F | 91 (41.3) |
| CP201800FCBA | 1/4" $\times 150$ ' Red Fuel Oil Assy F x F | 91 (41.3) |


| CP241200FABA | $1^{1 / 2} 2^{\prime \prime} \times 100$ Red Fuel Oil Assy M x M | 82 (37.2) |
| :---: | :---: | :---: |
| CP241200FBBA | $1^{1 / 2 \prime \prime} \times 100$ ' Red Fuel Oil Assy M $\times$ F | 82 (37.2) |
| CP241200FCBA | $1^{1} / 2^{\prime \prime} \times 100^{\prime}$ Red Fuel Oil Assy F x F | 82 (37.2) |
| CP241500FABA | $1{ }^{1 / 2} 2^{\prime \prime} \times 125^{\prime}$ Red Fuel Oil Assy M $\times$ M | 102 (46.3) |
| CP241500FBBA | $11^{1 / 2 "} \times 125^{\prime}$ Red Fuel Oil Assy M $\times$ F | 102 (46.3) |
| CP241500FCBA | $1^{1} / 2^{\prime \prime} \times 125^{\prime \prime}$ Red Fuel Oil Assy F x F | 102 (46.3) |
| CP241800FABA | $1{ }^{1 / 2 "} \times 150$ Red Fuel Oil Assy M x M | 122 (55.3) |
| CP241800FBBA | $1^{1 / 2 \prime \prime} \times 150$ ' Red Fuel Oil Assy M $\times$ F | 122 (55.3) |
| CP241800FCBA | 11/2" $\times 150$ ' Red Fuel Oil Assy F x F | 122 (55.3) |

## Construction

| Tube | NBR, RMA Class A |
| :--- | :--- |
| Cover | NBR/PVC, RMA Class A |
| Reinforcement | 4 spiral polyester yarn |
| Cover Color: | Red |
| Oil Resistance: | High, Medium-High |
| Temperature: | $-20^{\circ} \mathrm{F}\left(-29^{\circ} \mathrm{C}\right)$ to $+180^{\circ} \mathrm{F}\left(82^{\circ} \mathrm{C}\right)$ |

WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov

Fuel Oil Permanent Fitting fueling hose recommended for all home fuel oils, leaded and unleaded gasolines, and diesel and tractor fuels.

Available in these Sizes

| ID |  | NOM OD |  | MAX WP |  | WEIGHT |  |
| :--- | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| Size | MM | IN | MM | PSI | MPA | LB/FT | KG/M |
| $1^{\prime \prime}$ | 25 | 1.50 | 38.0 | 250 | 1.72 | 0.47 | 0.71 |
| $1^{1 / 1 / 4^{\prime \prime}}$ | 32 | 1.78 | 45.2 | 250 | 1.72 | 0.59 | 0.87 |
| $1^{1 / 2 "}$ | 38 | 2.06 | 52.3 | 250 | 1.72 | 0.80 | 1.19 |

Couplings
Permanent Brass Internally expanded fittings - male NPT and female NPS (swivel nut)


