
 Twin 3/8-Inch
Used in connection of aircraft servicers and airport hydrants and sensing control systems.

•  Integral assembly to 

connect aircraft servicers 

to airport hydrant 

reference and sensing 

control systems.

• Vertically braided textile.

•  Twinned 3/8” diameter 

yellow and green hose  

is vulcanized.

• Highly resistant to oil.

•  Available in bulk or with 

crimped-on male or female 

swivel fittings.
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Specifying Information

MODEL NO. DESCRIPTION  SHIPPING WEIGHT LBS. (KG)

9743 Hose, A, 3/8” Sensing Hose Twinline 0.29 (0.13)

Construction

Tube Nitrile synthetic rubber, RMA Class A

Color One yellow, one green hose
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2325 Husky Way • Pacific, MO 63069 

(800) 325-3558 • Fax (636) 825-7300 

www.husky.com • sales@husky.com

 Twin 3/8-Inch
Used in connection of aircraft servicers and airport hydrants and sensing control systems.
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MADE IN THE U.S.A.

0.66” / 16.6 mm

0.375” / 9.5  mm

Dimensions and System Options

Available in these Sizes

ID (IN) ID (MM) SPIRALS OD (IN) OD (MM) LB/FT KG/M

 3/8 9.5 2 21/32 16.6 0.29 0.43

Fittings

Crimped on male or female swivels.

Options

Available in cut lengths assembled or in bulk (approx. 700 ft. per reel).


