
 1690WN Nozzles
Extreme High-Flow automatic nozzle for distilled spirits dispensing.

•  Nozzle designed with extra 

large hand opening to 

accomodate gloves or 

mittens.

•   Automatic shut-off with 

dual poppets for easy 

opening.

•  Aluminum body, spout, and 

internal parts are nickel 

plated to prevent 

contamination and 

corrosion.

• Seals provide maximum 

   durability and chemical     

   resistance to high      

   concentrations of ethanol.

• Cast-in protective standoffs  

   provide durability with       

   rough usage

• Right angle design allows   

   nozzle to “fit” close to    
   walls and corners.
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New 1690WN Nozzles

MODEL DESCRIPTION SHIPPING WEIGHT LBS (KG)

875010^  Nickel-Plated, with 1 1/2” NPT inlet, 1 3/8” O.D. Spout and  

Two position Hold latch  4.6 (2.0)

Construction

Body Sand cast aluminum body with electroless nickel plating 

Seals Fluorocarbon

Packing	 Double	o-ring	seal	protected	by	fiber	reinforced	Teflon®

Lever One piece contoured steel

Inlet 1 1/2” NPT 

®

^ NOT LISTED
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WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov
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Dimensions and System Options

 1690WN Nozzles
Extreme High-Flow automatic nozzle for distilled spirits edispensing.
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MADE IN THE U.S.A.

Rev 0 3/19

2325 Husky Way • Pacific, MO 63069 

(800) 325-3558 • Fax (636) 825-7300 

www.husky.com • sales@husky.com

103⁄8” / 
263.5 mm

147⁄8” / 
377.8 mm


